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NO. 4 REINFORCEMENT BARS NO. 4 REINFORCEMENT BARS
LONGITUDINAL SECTION END VIEW LONGITUDINAL SECTION END VIEW
m N APRON DIMENSION
60" DIA. PIPE FOR 60" TO 84" DIA. PIPE
APRON DIMENSION FOR 12" TO 54" DIA. PIPE 2 - 1" TIE BOLTS EACH AT
S5ia = 5 5 = <ore 60° TO THE VERTICAL USED %IOA- 2A 530 E 5F ; §L$PE
- TO TIE THE END SECTION TO “l 2-n"| 5-0" [ 8-0"| 5"| 6" 01
12: 45 1*-10" - 2'-0" 20 ? 3101 ADJACENT STRAIGHT SECTION. 72| 3-0"| 6'-6" | 9'-0"| 6"| 7"|1.86 TO 1
s 9-.610-- = §'2 2»/ o | 72" DIA. & 84" DIA. PIPE: 84"| 3-0" |7-65"| 10-0"[6/z"] 8"[15 TO 1
12?,, o ig — 2;/,2" ; ;g i 2- 1" TIE BOLTS PLACED AS
. e 35" L 274 SPECIFIED FOR 60" PIPE
24 9%z -10"  |3'-7" - 3'-7'5" 4'-0 3 |3T01 ALSO 1 - 1" TIE BOLT IS TO NOTES
27" 10/, 4'-1/," 4-6"| 34" |3 701 BE PLACED AT THE TOP. —_—
30" 1-o" 4'-6" 5-0"| 3" |3 101 1. CONCRETE APRONS SHALL MEET THE DESIGN REQUIREMENTS
36" 3" 5.3 -5.2 60| 4 |37T01 FOR REINFORCED CLASS III CONCRETE PIPE.
42" | 1-9" - 1'-10"| 5-3" - 5'-4"| 6-6" | 42" |3 701 2. TONGUE AND GROOVE JOINTS ARE SHOWN ON THE DRAWING
28 20" 6o 2o 5 [3 7101 FOR EXAMPLE ONLY.OTHER APPROVED JOINTS MAY BE USED.
54 2'-3" 5-5" 7-6" | SYp" [2 TO 1 3. CONCRETE FOR THE CUTOFF SHALL BE CLASS 30 AND SHALL
BE INCLUDED IN THE UNIT PRICE FOR APRONS.
4. NOT TO SCALE.
ANCHORING DETAIL
REVISIONS SCALES SHOWN STANDARD DRAWING E >
\D.
NO.| DATE BY |NO.| DATE BY |NO.| DATE BY | ARE FOR 11" X 17" IDAHO 447 nglls
1| 4-66 PRINTS ONLY TRANSPORTATION '5, CONCRETE APRONS STANDARD DRWG. NO.
-67
§ S—go V&S CADD FILE NAME DEPARTMENT ,f D-5-A
e d5a_1005 std ps FOR PIPE CULVERTS
- DRWG. ORIG. DATE:
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